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ACCEPTED FORMATS

Original high-resolution, layered Photoshop PSD files or PDF/Illustrator files may be submitted for best quality. Alterna-
tively, an uncompressed TIFF or high-resolution JPEG may be submitted. 

Please ensure that the JPEG quality setting is set to MAXIMUM. Please supply files in RGB colour mode.

Reference images to be supplied if supplying layered artwork.
All Fonts and relevant assets to be included.

DIGITAL VIDEO

STILL IMAGES

NOTES

TARGA IMAGE SEQUENCE - Targa sequences are one of the most reliable ways of moving video images from one 
facility to another without using compression, or incurring the penalty of producing a copy, which will result in another 
generational loss. The file format is virtually universal, and can be easily copied onto inexpensive storage media 
(CD-R/DVD-R). Please only submit the final completed artwork.

QUICKTIME MOV - Quicktime MOV’s may be supplied as an alternative. Please ensure that the file is 
uncompressed using either the Uncompressed 8 or 10 Bit Quicktime Codec and may be delivered on a DVD or in the 
case of larger files, a portable hard drive.

NB: You can only benefit from using TARGA’s or Quicktime MOV’s, if your material is currently being finished on a 
non-linear system, and is then exported directly from the timeline.

- Fonts must be large, legible and strong. Fonts with thin strokes or ornate script will be difficult to read. 
- Avoid using text smaller than Arial 18pt (as a reference size) as it will be lost on screen.
- Less is more. Too many elements may confuse the viewer.
- Use bold colours with high contrast. Contrasting colours are easily viewed at distance whereas colours  
   with low contrast become difficult to read.
- Avoid using a white background as it will appear subdued or muddy. White on the LED screen does not   
  carry the same vibrancy that other colours convey.
- Words of both upper and lower characters are generally easier to read than words constructed solely of   
  capital letters.
- Keep titles within title-safe area.
- When creating video for the LED screens try to avoid fast motion if possible.

For technical support contact:
Spectrum Visual Network
+27 11 691 6900 
or mail info@spectrum.tv for any queries.
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STILL DIMENSIONS

V IDEO DIMENSIONS
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Frame Size:  1280 pixels x 720 pixels 
Visible Screen Area:  576 pixels x 288 pixels.

Frame Size:  1280 pixels x 720 pixels 
Visible Screen Area:  576 pixels x 288 pixels. 
Frame Rate:  25 Frames/sec 
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(Do not  place any artwork within the black area as it will be cropped and will not be visible on the LED screen )

64
0 

p
ix

el
s

288 pixels

576 pixels

1280 pixels

72
0 

p
ix

el
s

(Do not  place any artwork within the black area as it will be cropped and will not be visible on the LED screen )
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